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HAMPSTEAD I

PROJECT PROFILE 
Property-wide air conditioning 
and mechanical ventilation 
during a full refurbishment of 
a late-Victorian semi-detached 
townhouse in Hampstead. 
 

TECHNOLOGY 
Mechanical Ventilation - 
MVHR System, Decentralised 
Extract, Centralised Extract

Ductwork & Accessories - 
Ductwork, Plenums, Volume 
Control, Fire Dampers, Access 
Panels

Diffusers & Grilles - Air Terminals, 
Joinery Slots, Linear Diffusers, 
Circular Diffusers 

Noise Management - Acoustic 
Treatment, Duct Attenuation

Controls & Monitors - 
Control System 

I have been very impressed 
with your solution-focused 
creativity! 

Private Client 

TOWNHOUSE
VIEW FULL CASE 

STUDY ONLINE

https://www.calibreclimate.com/portfolio/hampstead-i/
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HP2 7UB
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LUXURY CLIMATE
Calibre Climate 

is London’s 
leading practice 
in Consultancy, 
Installation and 

Aftercare for 
indoor climate 

systems to luxury 
properties.

DESIGN BRIEF
In this Hampstead family home, 
a modernist aesthetic based on 
warm tones and textural elements 
informed the mechanical design 
for a result as discreet and 
inconspicuous as possible. In 
this Hampstead family home, a 
modernist aesthetic based on 
warm tones and textural elements 
informed the mechanical design 
for a result as discreet and 
inconspicuous as possible.

SOLUTION
Throughout this property, very high 
ceilings required a sensitive design 
strategy to integrate equipment 
into wall voids and joinery. In the 
study and media room, fan coils 
concealed within the TV joinery 
unit provide supply air through a 
discreet slot above the TV. 

In the living room and the master 
bedroom, bespoke joinery units 
house the fan coils, form which air 
enters the room through neat slots 
in the top surface and the plinth. 
In the downstairs basement living 
area, a full height joinery unit was 
utilised for housing the fan coil, 
again with discreet joinery slots at 
high and low level for supply and 
return air paths respectively. 
The property is ventilated through a 
series of circular air terminals, flush 
with the surfaces on which they 
are mounted. The entire system is 
served by a condenser housed at 
the bottom of the garden to meet 
local planning regulations. 


